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Art. 38210

Art. 38211

Art. 38210

Ball cock F 1/2” x F 1/2”
total passage for system
- max pressure 70 bar

Art. 38211

Ball cock F 1” x F 1”
total passage for system
- max pressure 70 bar

% articles not manufactured by us

Art. 38095

“Y” filter in line F/F 1/2” for
fitting on the outlet of pumps
for oil and allied products,
max pressure 100 bar

Art. 38096

“Y” filter in line F/F 1” for
fitting on the outlet of pumps
for oil and allied products,
max pressure 100 bar

% articles not manufactured by us

Art. 38099 *
System overpressure
control valve
-F1/2”xF1/2”

- Calibration 5 - 50 bar

Art. 38100

System overpressure
control valve

-F 3/4” x F 3/4”

- Calibration 5 - 50 bar

% articles not manufactured by us

Art. 37812

Pressure regulator

with condensate discharge
filter, lubricator, pressure
gauge and inlet-outlet
connections F/F 1/4”

Art. 37817

Pressure regulator

with condensate discharge
filter, lubricator, pressure
gauge and inlet-outlet
connections F/F 1/2”

% articles not manufactured by us
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Art. 38091

Check valve

with connection for
flexible hose 1.1/4”
-thread 1”’G - M to be
fitted on the draining
cock of tanks

i
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Art. 38080

Hose holder g 1.1/4” with
M 3/4” inlet connection
Art. 38081

Hose holder @ 1.1/4” with
M 1” inlet connection
Art. 38082

Hose holder @ 1.1/4” with
M 1.1/4” inlet connection
Art. 38083

Stainless steel hose holder
o 3/4” with M 1” inlet
connection

Art. 38026

Flexible suction tube

2 1.1/4” - 30 mm

- length 2 m for
wall-mounted pumps

Art. 38028

Flexible suction tube

o0 1.1/4” - 30 mm

- length 1 m for
wall-mounted pumps

Art. 33426

Flexible suction tube

o 3/4”

- length 2 m for
wall-mounted s/steel
pumps

Art. 993.201 Hose M 1/4” x F 1/4” -1 m - 20 bar
Art. 993.202 Hose M 1/4” x F 1/4” - 2 m - 20 bar
Art. 996.301 Hose M 1/2” x F 1/2” -1 m - 150 bar
Art. 996.302 Hose F 1/2” x F 1/2” -2 m - 150 bar
Art. 996.304 Hose M 1/2” x F 1/2” - 4 m - 150 bar
Art. 997.505 Hose M 3/4” x F 3/4” - 5 m - 150 bar
Art. 998.501 Hose M 1” xF 1” -1 m - 150 bar
Art. 998.502 Hose M 1” xF 1” -2 m - 150 bar




