
84 Finish: RAL 2000 RAL 3000 RAL 5012 RAL 6011 RAL 7005 hot-dip galvanized

Max. no. of

60 litre drums
Dimensions

in mm (l x w x h)
Retention capacity

in l
Weight

painted / galv. in kg

AW 60-1/M 2   800 x 500 x 290 72 34 / 37

AW 60-2/M 4   900 x 800 x 220 81 46 / 49

AW 60-3/M 6 1300 x 800 x 205 103 58 / 62

AW 60-1 -   800 x 500 x 290 73 28 / 30

AW 60-2 -   900 x 800 x 220 82 34 / 36

AW 60-3 - 1300 x 800 x 205 103 41 / 44

Storage of max. 6 x 60 litre drums or 60 l drums 

in combination with canisters and small cans 

 � construction made of 3 mm steel sheet

 � 100 mm ground leeway

Types available

AW 60

 � without grid

AW 60/M

 � with galvanized grid

 � load capacity 1000 kg/m²

Accessories

 � Drum Supports FA 60, galvanized

 � Clip-on Rotating Support RA 60 for rotating  
the drums, galvanized

 � Can Shelves GR, galvanized

 � Tilting Canister Stand KAH

 � 2 swivel + 2 �xed polyamide castors, one swivel 
castor with brake – construction height 125 mm

AW 60-3/M

AW 60-2/M

AW 60-2/M with Tilting Canister Stand KAH-60 

SUMP TRAY TYPE AW 60

AW 60-1 AW 60-2

AW 60-3/M with Drum Support FA 60-3 

 � every unit tested for leakage
 � flammable liquids, GHS categories 1 - 3
 � hazardous to aquatic environment, GHS categories 1 - 4


