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CEMO DT MOBILE EASY  PG 4

ACCESSORIES

Lithium-iron phosphate battery (LiFePO4), 12.8 V – 3.3 Ah  

as spare battery
10602

ACCESSORY  FOR DT-MOBILE EASY WITH LI FE PO 4 BATTERY SYSTEM

Description Order no.

Lid for DT-Mobile Easy 125 L and 200 L  

(from year of construction 2011)
8963

Hinged lid lock for DT-Mobile Easy 125 L and 200 L,  

complete with two keys
10214

Hinged lid for DT-Mobile Easy 210 L 11062

Hinged lid for DT-Mobile Easy pick-up 440 L and 440/50 L 11057

Hinged lid for DT-Mobile Easy 430 L, 460 L, 600 L, 850/100 L and 980 L  

(can be hinged on right or left)
8833

K24 Digital flow meter for 12 V and 24 V pumps, 40 L/min  

for DT-Mobile Easy 200 L
8832

K24 Digital flow meter for 12 V and 24 V pumps, 40 L/min  

for DT-Mobile Easy 430 L, 460 L and 600 L
8908

K24 meter for DT-Mobile Easy 210 L, 440 L and 440/50 L 11111

K24 meter for DT-Mobile Easy 850/100 L and 980 L 10905

K33 meter for DT-Mobile Easy 980 L 

with hand pump
11171

Contents gauge for DT-Mobile Easy 220 L 11256

Contents gauge for DT-Mobile Easy 440 L 11058

Contents gauge for DT-Mobile Easy 440  L/50 L 11059

Contents gauge for DT-Mobile Easy 430 L and 460 L 8881

Contents gauge for DT-Mobile Easy 600 L 10089

Contents gauge for DT-Mobile Easy 850/100 L and 980 L 10830

Oil-resistant anti-slip mat for DT-Mobile Easy 125 L, 200 L and 210 L,  

oil- and weather-resistant
10166

Oil-resistant anti-slip mat for DT-Mobile Easy 430 L, 440 L, 440/50 L, 460 L and 600 L,  

oil- and weather- resistant
10167

DIN 9680 plug, 3-pin, 6 - 24 V, max. 25 A, IP 54 10229

DIN 9680 socket, 3-pin, 6 - 24 V, max. 25 A, IP 54 10230

Adhesive label set for retrofitting to DT-Mobile Easy 10261
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